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Introduction to Wi-Safe 2
What is Wi-Safe 2?

dE=ED 2

This intelligent technology enables wireless communication with any other Wi-Safe 2 product.
When one alarm sounds, they all sound and up to 50 devices can be interlinked together. Each
alarm communicates with others by frequently sending and receiving wireless signals, to
continually monitor and communicate with the network. When any alarm detects smoke, heat,
or carbon monoxide (CO), the wireless module inside sends a signal to all the connected alarms

ensuring a fast reaction across the network.

The Wi-Safe 2 range of products are designed to provide an enhanced level of fire and carbon
monoxide safety for high risk individuals such as the deaf, those with mild to moderate hearing

loss, children and people under the influence of alcohol or drugs.

Wi-Safe 2 products can be linked together in a matter of seconds with a simple two button

connection process. Wi-Safe 2 simplifies installation with no need for extra wiring, mess or fuss.

The intelligent locate feature means on activation, pressing the Test / Silence button on any
alarm in the network will silence all but the initiating alarm which has sensed smoke, heat or

carbon monoxide.
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Interlinking Wi-Safe 2 Smoke, Heat and CO Alarms

The process below describes interlinking 2 alarms into a network. ‘Alarm 1" and ‘Alarm 2'. This
process is the same for Smoke, Heat and Carbon Monoxide (CO) alarms.

1. Alarm 1: Alarm 1 will need to be attached to a base plate.

2. Alarm 2: Using a ball point pen or an opened-up paper clip, briefly push and release the
learn button located on the back of the unit.

Circular hole

The red LED (located next to the learn in button) will flash briefly and then light up for
approximately five seconds to show that it is ready to receive the ‘learn in signal’
While the red LED light is illuminated, press the test button on Alarm 1.

Alarm 1 will emit an audible test sound consisting of 2 cycles of 3 loud beeps.

The red LED on the back of Alarm 2 will flash to indicate that is has been learned in

successfully.

If the process fails and you do not see the confirmation flashes on the back of Alarm 2,
then itis very likely you haven't pressed the test button on Alarm 1 quick enough, wait
for a few seconds before trying again.

Top Tip: After pressing the learn in button on Alarm 2, as soon as you see the red light
illuminate and remain solid — press the test button on Alarm 1. You need to aim to press the

test button on Alarm 1 within five seconds for the process to be completed successfully.
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3. Fit onto its base plate to complete the installation.

4. Press the test button on either or . If the interlinking process has been
successful, both alarms should emit the test sound.

Additional alarms should be learned in the same way. When learning in additional units, any
alarm already established on the network can be used as . This means that you can
learn in any additional alarm to one which is already in the network. You do not need to learn
itinto every unit.

Wi-Safe 2 Carbon monoxide alarms do not require a base plate, simply remove the activation

pins to turn the alarm on and follow the above process in the same way.
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Introduction to FireAngel Strobe and Vibrating Pad unit

The Strobe and Vibrating Pad, when interlinked with Wi-Safe 2 smoke, heat and/or carbon

monoxide (CO) alarms will provide warning of danger from smoke and/or carbon monoxide.

In addition to the audible sound from your smoke, heat or CO alarm, the flashing Strobe and
Vibrating Pad will be triggered to alert those who may not be able to hear the audible alarm.
The flashing strobe provides a visual warning for waking hours, while the vibrating pad is
designed to be placed under a pillow or a mattress and is suitable for waking an individual to
alert them when an alarm sounds. If placed under a mattress, ensure the thickness of the
mattress does not cushion the pad to the extent it cannot be felt adequately.
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In the box:
Wi-Safe 2 Strobe and Vibrating Pad Pack contains:

CP-STROBE - Strobe light with integrated control unit (referred to as “strobe”)
CP-VPAD - Vibrating pad to be placed under pillow or chair (referred to as ‘pad’)
AD-DC12V05A - AC mains adaptor, 12V, 0.5A rated output

B-450L - Replaceable, rechargeable 5 year life battery

L. N

Wall fixing screws

NOTE: The Strobe and Vibrating Pad is only compatible with Wi-Safe 2 alarms
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Creating a network with a Strobe and Vibrating Pad unit

Once you have connected the battery and plugged the Strobe and Vibrating pad into the

mains supply, follow the below steps to create a network with Smoke, Heat or Carbon

Monoxide alarms.

1.

Check that you have a solid Green and a solid Amber LED light illuminated on the front
of the unit.
If you do not see these lights, please refer to the section on Troubleshooting.

Ensure you have all the alarms with you that you wish to be part of the network. These
alarms do not need to be on their base plates at this stage.

On the back of one of the alarms, locate the learn in button.

Circular hole /
7/

Using a ball point pen or an opened-up paper clip, briefly push and release the learn
button located on the back of the unit.

The red LED (located next to the learn in button) will flash briefly and then light up for
approximately five seconds to show that it is ready to receive the ‘learn in signal’

While the red LED light is illuminated, press the test button on the front of the vibrating
pad and strobe unit.

Note: Press the test button firmly on the strobe unit. It needs to be pressed with

enough force to activate the strobe light feature and the vibrating pad.

The red LED on the back of the alarm will flash to indicate that is has been learned in

successfully.

If you do not see the confirmation flashes on the back of the alarm, then it is possible
you haven't pressed the test button on strobe and vibrating pad unit quick enough,
wait for a few seconds before trying again.
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If the learn in process has been successful, the amber light will disappear from the front

of the strobe unit.

Follow the same process for every additional alarm you wish to be on the network. Once
you have learned in all your alarms; place them on their base plates and press the test
button. Every alarm on the network should emit the test sound and they should also

activate the vibrating pad and strobe unit.
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Disabling the Vibrating Pad from the Strobe Function

To set up straight out of the box

1. Plug the strobe in but do not switch it on at the socket. Make sure that the battery is

disconnected from the strobe unit.
2. Plug the power cord into the back of the strobe.

3. Press and hold the test button. Whilst doing so, switch the power on and continue

to hold the test button. After about 5 seconds, the strobe will beep and both red LEDs
will flash. You can now release the test button and connect the battery. At this stage

you can learn-in the

strobe into a network as normal. No fault conditions, indicated by a flashing amber LED,

should be present even with the vibrating pad disconnected.

To remove the vibrating pad from an established network:

1. Switch the power off at the socket and disconnect the battery.
2. Disconnect the vibrating pad from the strobe unit.

3. Press and hold the test button of the strobe. Whilst doing so, switch

the power on and continue to hold the test button. After about 5 seconds, the strobe
will beep and both red LEDs will flash. You can now release the test button and connect

the battery. No fault |
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